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Connect Blades with Blades connector

THIS SIDE UP

Step 2 (Ceiling bracket installation and fan into the installed Bracket.)

OFF

① Turn off the fan power supply at the circuit breaker box and the wall switch.

Can be installed on <10º sloped roof.
Choose the following installation methods according to the actual situation of the roof. 

②

④

Electrical
Outlet Box

ACCEPTABLE FOR 
FAN SUPPORT

Installation Instruction 
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Click!
buckle

③ Snap the basically assembled fan into the installed Bracket.

Safety rope installation method

Solid wood roof
or

Installation Instruction 

Safety rope
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Step 3 (Receiver and wiring installation)

Connect the wires according to the polarity (the color of the House power cord may be 
different if the color is the same).

①

② ③Put the receiver into the Bracket and 
arrange the wires

Adjust the position of Canopy, 
then lock it

House power 
AC IN L(Black)
AC IN N(White)

To Light To Motor

Installation Instruction 
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Step 4 (Blades and Light kit installation)

① Align the connected blade with the mounting hole, and then fix it with 
screws.

② Remove the pre-installed screws.
Connect the light kit cable, and then lock the light kit.

Installation Instruction 
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③

Step 5(Switch on and ceiling fan works)

ON

Installation of light cover.

Installation Instruction 



Remote Control ( Emitter ) Operation
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1.Insert the 2 pcs of batteries (provided) 
into transmitter.
2.Turn on the power supply  to the fan. 
Within 10 sec, press and hold the “1” 
and “2” button for  about 3 sec. Once 
the receiver has detected the frequen-
cy, receiver will “Beep Beep” twice.Pro-
gramming process is completed and fan 
is ready to use.

3
4

5
6

1

2

1H 3H

6H

Fan Speed
(1/2/3/4/5/6)

Fan Off

Fan Timer Switch
(1hr,3hr,6hr)

Light brightness “+/-”

Forward/Reverse

LED On/Off
Colour Change- +

Transmitter learning
process

Transmitter FunctionRemote Control Holder 
Installation

②

③

⑤ ⑥

④

①

AAA 1.5V

DO NOT PRESS ANY OTHER BUTTON 
DURING THIS PROCESS

If the fan is not responding to the transmitter,
Repeat transmitter learning process. 

Press and hold
for about 3 sec
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TroubleShooting

□     Do not connect the fan with wall mounted variable speed control(s).

□     Make sure the frequency switches are set correctly.

The remote control is 
not working.

Problem Solution

□     Check the main and branch circuit fuses or breakers.

□     Check the line wire connections to the fan and switch wire connections in the switch housing.

□     Check to make sure the frequency switches from the remote control and receiver are set to the same 
frequency.

□     Make sure all motor housing screws are snug.

□     Make sure the screws that attach the fan blade to the motor hub are tight.

□     Make sure the wire nut connections are not rattling against each other or the interior wall of the switch 
housing.

□     Allow a 24-hour "breaking-in" period. Most noises associated with a new fan disappear during this 
time.

□     If using the ceiling light kit, make sure the glassware is secured tightly.

□     Make sure there is a short distance from the ceiling to the canopy.  It should not touch the ceiling.

□     Make sure your ceiling box is secure and that rubber isolator pads are used between the mounting 
bracket and outlet box.

The fan will not start.

The fan sounds noisy.

WARNING: Make sure the power is off at the electrical 
panel box before you attempt any repairs. 

Regulator Dimmer Switch
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If the fan body wobbles during its operation, this is not a sign of malfunctioning (even if it wobbles a 
few centimeters). To reduce wobbling, you can turn off the fan,and:
1.Check that all blades are properly fastened by tightening their screws.
2.Check the distance between each blade and the ceiling. Measurements to the ceiling can be carried 
out as shown in the following diagram. If variations exist and you have already correctly tightened the 
screws, check that all blades have the same shape. If any of them have a shape that is visibly 
different, this may be causing an imbalance during fan operation.
If you have completed the previous steps and the wobbling has not resolved,you should apply dynamic 
balancing with the kit provided, as explained below:
1.Turn the fan on to the highest speed so that the greatest amount of wobbling is produced.
2.Turn off the fan. Select a blade and place a clip on it (see diagram) halfway between the fastening 
and the far edge of the blade.
3.Turn on the fan and check whether the wobbling has improved or gotten worse.Turn it off once again 
and if the wobbling has not improved, place the clip on another blade. Repeat this process and 
determine on which blade it improves the wobbling.
4.Leave the clip on the blade that produces the best results. Move the clip forward or backwards on 
this blade until finding the position that offers the best results.
5.Afterwards, remove the clip and place one of the weights on the upper part of the center line of the 
blade at the position where the clip was located.

3

1 2

Balancing – Wobbling problems during fan operation
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Retain this manual for future use.

Questions, problems, missing parts? Before returning to the store,


