Murphy bed

Assembly Instructions - Please keep for future reference

WF307309AAE, WF307310AAE, WF307311AAE, WF3073172AAE, WF307313AAE

® 060
'nilnl'n' Three people are required to

assemble and move this model.
Width - 101.2inch

Depth - 19.7inch
Height - 83inch

Important — Please read these instructions fully before starting assembly
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WALL ANCHORING INSTRUCTIONS
INSTALLATION RECOMMENDATIONS — MASONRY

IMPORTANT WARNINGS |

INSTALLATION AND APPROPRIATE HARDWARE
Using appropriate hardware, all the anchor screws of the wall bed must be firmly secured to the wood or metal studs,
the structural components, or a masonry wall. Only wall anchor screws for wood-frame walls are provided with this bed.

NUMBER OF SCREWS NEEDED
You need a total of six (6) wall anchor screws.

THE SCREWS MUST BE VERY WELL ANCHORED TO THE STRUCTURAL COMPONENTS OF THE WALL.

ﬂ Put the bed back in its place. Put the CONCRETE SCREWS 3/8"(10mm) diameter X APPROPRIATE LENGTH into the holes
of part #8 and screw the bed onto the masonry wall until tight against the wall. Screw must be at least 43/8"(110mm)
deep into masonry. USE AN ELECTRIC SCREWDRIVER WITH AN ADJUSTABLE TENSION CLUTCH THAT HELPS PREVENT

OVER-TIGHTENING AND STRIPPING.

1 1/4 in(110mm)
Minimum

13/4in(120mm)
Maximum

Drywall

II' / 7 Masonry
%
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Step 15
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These hardware are from Wardrobe

Two people are required to

assemble and move this model.
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Step 16
Step 17

13
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Step 18
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Step 20

~

make sure the tube with mattress stopper holes is

in the head position and the tube without any holes

are in the foot part. after you assemble the frame,
take the measurement to ensure X=Y




Assembly Instructions




Assembly Instructions




Assembly Instructions

-
Step 26

l ' ' Three people are required to
assemble and move this model.

1. Place the bearings equal on each side before fixing them up.
2. Well positioning the bearing support in such a way as to lock.
3. Tighten strongly the bearing support.
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Step 27

the cykinders reach the
side scrwes

Raise the bed frame, let

® 00
' ' ' Three people are required to
assemble and move this model.

Put the bed frame down ,the fixed cykinder
metal will take off automatically
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Step 29

Step 30
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Please open the leg before completely lower the bed.
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Step 33

Bed Board

Laminates

-

Assembly is complete.
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Use cykinder metal(Z) to remove cykinders

Step 1

1.Customer could use Z to remove cykinders when the bed need to be moved or uninstalled

2.Loosen the screwof the cykinders

Attention! The cykinders can not be

removed until (Z) has been installed

Step 2
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